
Chrome nuts and bolts for 02/03 chief 
 
 
 
GRADE 8 UNLESS SPECIFIED 
 
BHSC—BUTTON HEAD SOCKET CAP 
FHCS--FLAT HEAD CAP SCREW 
SHCS—SOCKET HEAD CAP SCREW 
SMOOTH—KNURLS REMOVED 
 
FORWARD CONTROLS: 
 (SMOOTH OR KNURLS REMOVED) 
SHCS 3/8”-16 X 1 ¼” (5) 
SHCS 3/8”-16 X 1 ¾” (5) 
3/8 LOCK WASHER (10) 
3/8 FLAT WASHER (10) 
FHCS 5/16”-24 X 1 ¾“(2) 
ACORN NUT 5/16”-24 (2) 
 
CAM COVER AND TRIGGER AND ROCKER BOXES (SMOOTH) 
1/4'” WASHER (AN) – (10) 
SHCS ¼”-20 X 5/8” (20) 
SHCS ¼”-20 X 1 ¼ “(10)  
SHCS 1/4”-20 X ¾” (10) 
 
LUGGAGE RACK 
BHSC ¼”-20 X ½” (4) 
 
PRIMARY 
OUTER COVER SHCS ¼”-20 X 1” (4) 
OUTTER FLANGE SHCS ¼”-20 X 2.25” (11) 
WASHER (HARD TO FIND) .390 OD (5) FOR CLUTCH COVER 
CLUTCH COVER  SHCS ¼”-20 X 1 ¾” (5) 
INSP. COVER SHCS 1/4” -20 X 5/8” (3) 
INSP. COVER WASHER FLAT ¼ AN (3) 
 
TOP MOTOR MOUNT 
1/2” WASHER FLAT (1) 
½”-13 HEX NUT (1) 
½”-13 X 1/3/4” HEX HEAD (1) (GRADE 5) 
 
ILM FORKS 
AXLE NUT ½”-20 (1) 
AXLE WASHER ½” (1) 
AXLE LOCK WASHER FLAT “1/2” (1) 
SHCS 5/16”-18 X 1 1/8” (4) 
WASHERS-- FLAT , THIN (4) 
SHCS 5/16”-18 X ¾” (2) 
SHCS 5/16”-18 X 1” (2) 



 
FENDER EYEBROW 
BHSC 3/8”-16 X 1”  (8) 
 
FENDER TIPS BUMPER RAIL (WITH PRE-DRILLED VINTAGE FENDERS) 
BHSC #8-32 X 5/8”  (6) 
NUT, #8-32 W/CONICAL WASHER (6) 
 
BUMPER FOR VINTAGE 
BHSC ¼”-20  ½” (4) 
HEX NUTS (4) 
 
TAPPET BLOCKS 
SHCS ¼”-20 X 7/8” (8) 
 
REAR PULLEY  
SHCS 7/16”-14 X 1 ¼” (5) 
 
FRONT TURN SIGNALS 
SHCS #10-24 X  ¾” (4) 
#10 WASHER LOCK MEDIUM SPLIT (4)  
 
THE HOTTOPPERS INFO IS ALSO AVAILABLE AT MY SITE 
 
www.indianmcinfo.com 
look at the “shared files” page 
 
 
 
 
 
 
 
 
 
 
 
 


